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Load Capacity 90-450 Lbs. Each Caster
Series 100-500

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Sintered Iron
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
Polypropylene
Sintered Iron
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
Polypropylene
Sintered Iron
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Dyna-Tred PU
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
Phenolic
Phenolic
Phenolic
Polypropylene
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
Polypropylene
Sintered Iron
Soft Rubber
Hard Rubber
Phenolic

Delrin
Delrin
Delrin
Delrin
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Delrin
Delrin

Precision
Delrin
Delrin

Precision
Plain
Plain
Plain
Plain
Plain
Roller
Roller
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Roller

90
90
100
100
150
90
90
150
150
150
200
100
100
200
200
200
300
180
180
180
225
225
225
175
175
270
270
300
300
300
270
225
225
350
350
350
450
240
420
450

190-2R
190-2RSB
196-2R
196-2RSB
108-2R
121-2R
121-2RSB
127-2R
127-2RSB
160-2R
108-21⁄2 R
121-21⁄2 R
121-21⁄2 SB B&N
127-21⁄2 R
127-21⁄2 SB B&N
160-21⁄2 R
108-3R
190-3R
190-3SB B&N
193-3RTG
196-3R
196-3SB
199-3RTG
121-3R
121-3SB B&N
127-3R
127-3SB B&N
130-3 B&N
131-3 B&N
131-3TG B&N
160-3R
121-4R
121-4SB B&N
127-4R
127-4SB B&N
160-4R
108-4R
121-4BR
127-4BR
131-4 B&N

25030
24856
24873
24874
25028
25082
25086
25124
25125
25190
25036
25083
25160
25128
25131
25188
25049
24867
24868
24870
24875
24876
24878
25091
25095
25136
25151
25174
25179
25180
25189
25098
25096
25149
25176
25191
25057
25100
25153
25181

590-2R
-

596-2R
-

508-2R
521-2R

-
527-2R

-
560-2R
508-21⁄2 R
521-21⁄2 R

-
527-21⁄2 R

-
560-21⁄2 R
508-3R
590-3R

-
593-3RTG
596-3R

-
599-3RTG
521-3R 

-
527-3R

-
530-3 B&N
531-3 B&N
531-3TG B&N
560-3R
521-4R

-
527-4R

-
560-4R
508-4R
521-4BR
527-4BR
531-4 B&N

24922
-

24914
-

25705
25748

-
25783

-
25827
25709
25749

-
25785

-
25828
25713
24915

-
24917
24916

-
24918
25752

-
25787

-
25812
25814
25815
25829
25756

-
25790

-
25830
25717
25760
25793
25818

2

11⁄8

3

1

21⁄2

15⁄16

4

11⁄4

15⁄8

1

13⁄16

13⁄8

11⁄4

NOTE:  Brakes not available on precision bearing wheels

3⁄4

SIDE BRAKE* THREAD GUARD*

Options

*Side Brake: Foot-operated friction brake positively
locks wheel; suffix “SB”
*Thread Guard: Large diameter thread guards prevent
loose threads and lint from binding wheel; suffix “TG”
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Load Capacity 100-400 Lbs. Each Caster

• Swivel Casters — Heavy-gauge steel top     
plate is attached to a full-drawn steel horn with    
hardened raceways

• Load Bearings — Two full, independent rows    
of hardened, polished ball bearings roll freely 
in large-diameter, lubricated raceways

• Kingpin — Fully annealed kingpin holds   
raceways precisely in alignment

• Wheel Bearings — Plain sealed ball bearings
and precision bearings

• Finish—Corrosion-resistant zinc

Recommended for tool boxes, bakery
racks, dollies, stock trucks, hotel trucks,
and other institutional uses requiring
good mobility.

Series 400-7700

Hard rubber

K-Wheel

Polypropylene

RTDyna-Tred TPR
Grey Tread

Dyna-Tred PU
Dark Grey Tread

Wheel Options

Soft Rubber
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Load Capacity 100-400 Lbs. Each Caster
Series 400-7700

Optional Top Plates: Add “A” or “D” prefix to caster number - Ex: A421-3

D 400
D 4700

OPTIONS:
1. Rollock Brake (Add RB Suffix - Ex: 496-4RB) 31⁄2”, 4”,  5” Swivel Casters only.
2. Thread Guards (Add TG Suffix - Ex: 427-4SB)
3. Side Brake (Add SB Suffix - Ex: 496-4TG)
4. Wheel Face Brake (Add WFB Suffix - Ex: 496-4WFB)

NOTE: Wheel Face Brake should not be used with High Temperature RT Wheel Casters.
Bolt and Nut Axle assembly standard on this product line.

Mounting Bolt Dia. — 5⁄16”
Axle Size — 3⁄8”;  *21⁄2x11⁄8 axle size is 5⁄16”

33⁄4
25⁄8
to 3

3 to 35⁄8
45⁄8

A 400
A 4700 31⁄8

23⁄8

313⁄32
41⁄8

13⁄4
27⁄8

215⁄16
35⁄8 400

OPTIONAL TOP PLATES

Wheel Diameter (A)
Overall Height (B)
Swivel Radius (C)

21⁄2”
35⁄16”
23⁄8”

3”
313⁄16”
23⁄4”

31⁄2”
43⁄4”
33⁄16”

4”
5”
37⁄16”

5”
61⁄8”
315⁄16”

6”
71⁄16”
43⁄8”

A
C

B

A

B

41⁄8
37⁄8
215⁄16

215⁄1613⁄47700

13⁄4
21⁄2

215⁄16
35⁄8 400*

*This top plate is also used on H400 

Side Brake Rollock Brake

Options

Wheel Face
Brake

3-1/2”, 4”, 5”
Sizes

2-1/2”, 3”
sizes

Thread Guard*

*Side Brake: Foot-operated friction brake positively locks wheel; suffix “SB”
*Thread Guard: Large diameter thread guards prevent loose threads and lint from binding wheel; suffix “TG”
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Load Capacity 100-400 Lbs. Each Caster
Series 400-7700

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

Soft Rubber
Hard Rubber
Polypropylene
Soft Rubber
Hard Rubber
K-Wheel
Polypropylene
Dyna-Tred TPR
Dyna-TredTPR
Dyna-Tred PU
Dyna-Tred PU
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
Hard Rubber
Polypropylene
RT Wheel - Standard
RT Wheel - High Temp.
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
K-Wheel
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Polypropylene
RT Wheel - Standard
RT Wheel - High Temp.
RTWheel - High Temp.
Soft Rubber
Soft Rubber
Hard Rubber
Hard Rubber
K-Wheel
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
RT Wheel - Standard
RT Wheel - High Temp.
Polypropylene
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU

Plain
Plain
Plain
Plain
Plain
Plain
Plain
Delrin

Precision
Delrin

Precision
Delrin

Precision
Delrin

Precision
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Delrin

Precision
Delrin

Precision
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Plain
Delrin

Precision
Delrin

Precision
Plain
Plain
Plain
Plain
Delrin

Sealed Ball
Delrin

Sealed Ball

100
200
200
175
270
270
270
180
180
225
225
225
225
250
250
200
200
275
275
275
275
400
400
200
200
275
275
400
300
250
250
300
300
350
400
400
400
200
200
300
300
400
350
300
300
325
325
400
400
400
400
325
325
350
350

421-21⁄2
427-21⁄2
460-21⁄2
421-3
427-3
442-3
460-3
490-3
493-3TG
496-3
499-3TG
490-31⁄2
493-31⁄2TG
496-31⁄2
499-31⁄2TG
421-31⁄2
A421-31⁄2TG
427-31⁄2
A427-31⁄2
D427-31⁄2
460S-31⁄2
464W-31⁄2
464W-HT-31⁄2
421-4
A421-4
427-4
A427-4
442-4
460S-4
490-4 
493-4TG
496-4
499-4TG
A460S-4
464W-4
464W-HT-4
A464W-HT-4
421-5
A421-5
427-5
A427-5
442-5
460S-5
490-5 
493-5TG
496-5
499-5TG
464W-5
464W-HT-5
460-5
460-5RB
490-6
492-6
496-6
497-6

25424
25447
25436
24578
25451
25361
25518
25872
25873
25874
25875
25655
25910
25658
25911
25408
25496
25510
25511
25531
25940
25884
25881
25413
25532
25460
25514
25362
25475
25656
25916
25659
25917
25465
25885
25882
25890
25533
25530
25467
25506
25364
25519
25657
25928
25660
25929
25886
25883
25937
25971
25743
25938
25979
25706

7721-21⁄2
7727-21⁄2
7760-21⁄2
7721-3
7727-3
7742-3
7760-3
7790-3
7793-3TG
7796-3
7799-3TG
7790-31⁄2
7793-31⁄2TG
7796-31⁄2
7799-31⁄2TG
7721-31⁄2
A4721-31⁄2TG
7727-31⁄2
A4727-31⁄2
D4727-31⁄2
7760S-31⁄2
7764W-31⁄2
7764W-HT-31⁄2
7721-4
A4721-4
7727-4
A4727-4
7742-4
7760S-4
7790-4
7793-4TG
7796-4
7799-4TG
A4760S-4
7764W-4
7764W-HT-4

-
7721-5
A4721-5
7727-5
A4727-5
7742-5
7760S-5
7790-5
7793-5TG
7796-5
7799-5TG
7764W-5
7764W-HT-5
7760-5

-
4790-6
4792-6
4796-6
4797-6

25110
25111
25112
25113
25114
25115
25116
27436
27437
27433
27434
27274
27169
27277
27170
25118
27207
25119
27208
27235
27191
27430
27427
27280
27213
25099
27307
25102
25105
27275
27233
27278
27234
27209
27431
27428

-
27281
27310
25109
27313
27299
27293
27276
27311
27279
27312
27432
27429
27392

-
27257
27251
27240
27241

21⁄2 11⁄8

3 11⁄4

31⁄2 15⁄16

11⁄4

11⁄2

4

11⁄2

11⁄2

5

13⁄86

11⁄4

11⁄4

Other wheel materials available. Contact factory. See page 34 for dimensional chart.
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• Top Plate — Made from 1⁄4” carbon steel, heat    
treated to give added strength

• Upper Raceway — Coined 5⁄16” raceway pro-      
vides top performance under maximum rated
loads

• Lower Raceway — 1⁄4” diameter, hardened 
ball bearings roll freely in a hardened raceway

• Kingpin — Cold headed 3⁄4” diameter kingpin 
holds raceways precisely in alignment

• Horn Side Members — Formed steel is 
welded to cold formed steel upper raceway

• Wheel Bearings — Plain, self-lubricating or 
roller bearings and precision bearings are      
available

• Lubrication — Fittings are installed for both 
swivel raceway and wheel bearings
as required

• Finish — Corrosion-resistant zinc

Optional Top Plate:
Add A Prefix - Ex: A1431-6

37⁄8
3

25⁄8

3
35⁄8

41⁄2
1400
3400

41⁄2
51⁄2

5
41⁄8

A1400
A3400

Load Capacity 300-1,050 Lbs. Each Caster

Series 1400-3400

This series is the everyday workhorse of
our caster line. Its versatility with a broad
wheel selection makes it ideal for most
general medium-heavy duty industrial
applications, such as platform trucks, wire
shelving, and other warehouse trucks and
carts for commercial use.

C
A
S
T
E
R
S

Refer to page 31 for wheel selections.
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Load Capacity 300-1,050 Lbs. Each Caster
Series 1400-3400

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

4 2

11⁄2

5 2

6 2

Semi-Steel
Mold-on Rubber
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
Mold-on Polyurethane
K-Wheel
K-Wheel
K-Wheel
Polypropylene
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Dyna-Tred PU
Phenolic
Semi-Steel
Mold-on Rubber
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
Mold-on Polyurethane
K-Wheel
K-Wheel
K-Wheel
Polypropylene
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Dyna-Tred PU
Phenolic
Phenolic
Duraflex
Semi-Steel
Mold-on Rubber
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
RT Wheel - Standard
RT Wheel - High Temp.
Mold-on Polyurethane
K-Wheel

Roller
Roller
Delrin

H.T. Bushing
Roller
Roller

Precision
Precision
Roller
Delrin
Roller

Precision
Plain
Roller
Delrin
Roller

Precision
Delrin
Roller

Precision
Roller
Roller
Roller
Delrin

H.T. Bushing
Roller
Roller

Precision
Precision
Roller
Delrin
Roller

Precision
Plain
Roller
Delrin
Roller

Precision
Delrin
Roller

Precision
Delrin
Roller
Roller
Roller
Roller
Delrin

H.T. Bushing
Roller
Roller

Precision
Precision
Roller
Delrin

700
380
400
400
700
700
700
700
700
700
700
700
400
400
350
350
350
600
600
600
700
900
380
650
650
900
900
900
900
900
900
900
900
500
500
450
450
450
750
750
750
900
900
300
900
420
650
650
900
900
900
900
900
900

1406-4x2
1418-4x2
1464W-4x2
1464W-HT-4x2
1465W-4x2
1465W-HT-4x2
1467W-4x2
1467W-HT-4x2
1438-4x2
1440-4x2
1441-4x2
1443-4x2
1460-4x2
1461-4x2
1490-4x2
1491-4x2
1493-4x2
1496-4x2
1498-4x2
1499-4x2
1431-4x2
1406-5x2
1418-5x2
1464W-5x2
1464W-HT-5x2
1465W-5x2
1465W-HT-5x2
1467W-5x2
1467W-HT-5x2
1438-5x2
1440-5x2
1441-5x2
1443-5x2
1460-5x2
1461S-5x2
1490-5x2
1491-5x2
1493-5x2
1496-5x2
1498-5x2
1499-5x2
1430-5x2
1431-5x2
1481-6x11⁄2
1406-6x2
1418-6x2
1464W-6x2
1464W-HT-6x2
1465W-6x2
1465W-HT-6x2
1467W-6x2
1467W-HT-6x2
1438-6x2
1440-6x2

26926
26837
26221
26400
26222
26401
26223
26402
26822
26764
26780
26897
26905
26908
26212
26214
26903
26213
26215
26916
26819
26814
26840
26226
26403
26229
26404
26232
26405
26832
26768
26784
26898
26906
26909
26724
26982
26904
26727
26985
26917
26810
26816
26977
26811
26827
26227
26406
26230
26407
26233
26408
26828
26772

3406-4x2
3418-4x2
3464W-4x2
3464W-HT-4x2
3465W-4x2
3465W-HT-4x2
3467W-4x2
3467W-HT-4x2
3438-4x2
3440-4x2
3441-4x2
3443-4x2
3460-4x2
3461-4x2
3490-4x2
3491-4x2
3493-4x2
3496-4x2
3498-4x2
3499-4x2
3431-4x2
3406-5x2
3418-5x2
3464W-5x2
3464W-HT-5x2
3465W-5x2
3465W-HT-5x2
3467W-5x2
3467W-HT-5x2
3438-5x2
3440-5x2
3441-5x2
3443-5x2
3460-5x2
3461S-5x2
3490-5x2
3491-5x2
3493-5x2
3496-5x2
3498-5x2
3499-5x2
3430-5x2
3431-5x2
3481-6x11⁄2
3406-6x2
3418-6x2
3464W-6x2
3464W-HT-6x2
3465W-6x2
3465W-HT-6x2
3467W-6x2
3467W-HT-6x2
3438-6x2
3440-6x2

27160
27127
27442
27484
27443
27482
27444
27485
27159
27040
27045
27529
27075
27079
27162
27474
27533
27090
27475
27534
27115
27123
27129
27462
27486
27465
27487
27468
27488
27151
27041
27046
27530
27076
27080
27027
27033
27535
27030
27036
27536
25073
27114
27153
27124
27111
27463
27489
27466
27490
27469
27491
27120
27042
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Load Capacity 300-1,050 Lbs. Each Caster

Series 1400-3400

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

8 2

OPTIONS: 
1. Rollock Brake (Add RB Suffix - Ex: 1491-6RB) 
See accessory page 6

2. Grease Seals (Add GS Suffix - Ex: 1491-6GS) 
See accessory page 6

3. Cam Style Brake (Add SB Suffix - Ex: 1491-6SB) 
See accessory page 7

4. Thread Guard, contact factory (Add TG suffix - Ex: 1491-6TG)
5. PL4 Field Mountable Four Position Swivel Lock available. See accessory page 7
6. Total Lock (Add TB Suffix - Ex: 1491-6TB) See accessory page 7

Mounting Bolt Diameter — 3⁄8”
Axle Size — 1⁄2”

6 2

A
C

B

A

B

K-Wheel
K-Wheel
Polypropylene
Polypropylene
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Dyna-Tred PU
Phenolic
Phenolic
Balloon
Semi-Steel
Mold-On Rubber
RT-Wheel - Standard
RT-Wheel -HighTemp.
RT-Wheel - Standard
RT-Wheel -HighTemp.
RT-Wheel - Standard
RT-Wheel -HighTemp.
Mold-On Polyurethane
K-Wheel
K-Wheel
K-Wheel
Polypropylene
Polypropylene
Duraflex
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred TPR
Dyna-Tred PU
Dyna-Tred PU
Dyna Tred PU
Phenolic
Phenolic

Roller
Precision
Plain
Roller
Delrin
Roller

Precision
Delrin
Roller

Precision
Delrin
Roller
Ball
Roller
Roller
Delrin

H.T. Bushing
Roller
Roller

Precision
Precision
Roller
Delrin
Roller

Precision
Plain
Roller
Roller
Delrin
Roller

Precision
Delrin
Roller

Precision
Delrin
Roller

900
900
550
550
550
550
550
900
900
900
900
900
300
1050
500
675
675
1050
1050
1050
1050
1000
1050
1050
1050
600
600
500
700
700
700
1000
1000
1000
1050
1050

1441-6x2
1443-6x2
1460-6x2
1461-6x2
1490-6x2
1491-6x2
1493-6x2
1496-6x2
1498-6x2
1499-6x2
1430-6x2
1431-6x2
1416-6x2
1406-8x2
1418-8x2
1464W-8x2
1464W-HT-8x2
1465W-8x2
1465W-HT-8x2
1467W-8x2
1467W-HT-8x2
1438-8x2
1440-8x2
1441-8x2
1443-8x2
1460-8x2
1461-8x2
1481-8x2
1490-8x2
1491-8x2
1493-8x2
1496-8x2
1498-8x2
1499-8x2
1430-8x2
1431-8x2

26690
26899
26885
26910
26725
26723
26486
26728
26986
26771
26809
26817
26801
26813
26823
26228
26409
26231
26410
26234
26411
26829
26776
26694
26900
26907
26911
26979
26726
26984
26920
26729
26987
26921
26548
26818

3441-6x2
3443-6x2
3460-6x2
3461-6x2
3490-6x2
3491-6x2
3493-6x2
3496-6x2
3498-6x2
3499-6x2
3430-6x2
3431-6x2
3416-6x2
3406-8x2
3418-8x2
3464W-8x2
3464W-HT-8x2
3465W-8x2
3465W-HT-8x2
3467W-8x2
3467W-HT-8x2
3438-8x2
3440-8x2
3441-8x2
3443-8x2
3460-8x2
3461-8x2
3481-8x2
3490-8x2
3491-8x2
3493-8x2
3496-8x2
3498-8x2
3499-8x2
3430-8x2
3431-8x2

27047
27531
27077
27081
27028
27155
27398
27031
27037
27102
27154
27116
27084
27125
27112
27464
27496
27467
27497
27470
27498
27130
27044
27048
27532
27078
27082
27161
27029
27035
27537
27032
27038
27538
25053
27118

Wheel Diameter (A) 4”       5”       6”        8”
Overall Height (B) 55⁄8” 61⁄2” 71⁄2” 91⁄2”
Swivel Radius (C) 33⁄4” 41⁄4” 5”        61⁄8”
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• Horn Side Member — 8-gauge thick
stainless steel is welded to cold      
forged top plate

• Upper Raceway — Fully hardened 5⁄16”
diameter stainless steel ball bearings in a large    
diameter raceway provide top performance     
under maximum rated loads

• Lower Raceway — Large diameter, 1⁄4”
hardened stainless steel ball bearings roll freely   
in a large diameter lubricated raceway

• Kingpin — Cold headed 3⁄4” diameter kingpin    
holds raceways precisely in alignment

• Wheel Bearings — Plain, Delrin, or sealed 
roller bearings are also available

41⁄2
35⁄8

3

25⁄8
3
37⁄8

Stainless Steel 1400/3400 Series
Load Capacity 450-1,050 Lbs. Each Caster

Our popular 1400 series now available in a
tough, all-stainless steel construction. Ideal for
all demanding medium-heavy duty applications
in corrosive environments.  S1400 Casters are
compatible with the full array of Faultless high 
performance wheels and accessories.  High per-
formance wheels are standard with Delrin bear-
ings for performance in chemicals, oils, or wash
down applications.

RT Wheel

Wheel Options

PhenolicDyna-Tred PU K-WheelDyna-Tred TPR Polypropylene
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K-Wheel
Polypropylene
RT - Standard
RT - High Temp.
Phenolic
K-Wheel
Polypropylene
RT - Standard
RT - High Temp.
Dyna-Tred TPR
Dyna-Tred PU
Phenolic
K-Wheel
Polypropylene
RT - Standard
RT - High Temp.
Dyna-Tred TPR
Dyna-Tred PU
Phenolic
K-Wheel
Polypropylene
RT - Standard
RT - High Temp.
Dyna-Tred TPR
Dyna-Tred PU
Phenolic

Delrin
Delrin
Delrin
Plain
Delrin
Delrin
Delrin
Delrin
Plain
Delrin
Delrin
Delrin
Delrin
Delrin
Delrin
Plain
Delrin
Delrin
Delrin
Delrin
Delrin
Delrin
Plain
Delrin
Delrin
Delrin

700
450
600
600
600
900
500
650
650
450
750
650
900
700
650
650
550
900
650
1050
800
675
675
700
1000
675

S1440-4
S1460-4
S1464W-4

S1464W-HT-4
S1430-4
S1440-5
S1460-5
S1464W-5

S1464W-HT-5
S1490-5
S1496-5
S1430-5
S1440-6
S1460-6
S1464W-6

S1464W-HT-6
S1490-6
S1496-6
S1430-6
S1440-8
S1460-8
S1464W-8

S1464W-HT-8
S1490-8
S1496-8
S1430-8

29441
29443
29445
29446
29440
29461
29463
26931
29459
29466
29468
29460
29481
29483
26932
29477
29486
29488
29480
29501
29503
29510
29499
29506
29508
29500

S3440-4
S3460-4
S3464W-4

S3464W-HT-4
S3430-4
S3440-5
S3460-5
S3464W-5

S3464W-HT-5
S3490-5
S3496-5
S3430-5
S3440-6
S3460-6
S3464W-6

S3464W-HT-6
S3490-6
S3496-6
S3430-6
S3440-8
S3460-8
S3464W-8

S3464W-HT-8
S3490-8
S3496-8
S3430-8

29521
29523
29518
29519
29520
29541
29543
29538
29539
29546
29548
29540
29561
29563
29558
29559
29566
29568
29560
29581
29583
29578
29579
29586
29588
29580

OPTIONS:
1. Rollock Brake (Add RB Suffix - Ex:S1430-8RB) Available in 4”, 5”, 6”, 8”.

See accessory page 6.
2. Grease Seals (Add GS Suffix - Ex:S1430-8GS) 

See accessory page 6.
3. Lube fittings optional.
4. Stainless Steel ball bearings available with some wheels.

Stainless Steel 1400-3400 Series
Load Capacity 450-1,050 Lbs. Each Caster

Wheel Diameter (A) 4” 5” 6” 8”
Overall Height (B) 55⁄8” 61⁄2” 71⁄4” 91⁄2”
Swivel Radius (C) 33⁄4” 41⁄4” 5” 61⁄8”

Mounting Bolt Diameter — 3⁄8”, Axle Size — 1⁄2”

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

4 2

5 2

6 2

8 2

A
C

B B

A
Stainless Steel
Rollock Brake

Grease Seal

Options
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HEAVY DUTY
C
A
S
T
E
R
S

• Top Plate — Extra-thick 5⁄16” carbon steel,
heat-treated for added strength and durability        
in severe service

• Yoke — Cold formed 1⁄4” steel, notched for   
optional 4-position lock

• Kingpin —An extra-heavy 7⁄8” diameter king     
pin assembly aligns raceway

• Upper Raceway — 7⁄16” diameter hardened  
ball bearings

• Lower Raceway — 5⁄16” diameter hardened 
ball bearings

• Formed Side Members — Cold formed 
from 1⁄4” steel for added strength, then welded     
to the yoke base

• Wheel Bearings — Large diameter 
industrial-grade roller bearings are standard       
for all wheel sizes

• Heavy-Duty Axle — Solid 1⁄2” diameter axle     
with lock nut for quick easy wheel replacement

• Lubrication — Fittings are installed for both 
swivel raceway and wheel bearings
as required

• Finish — Corrosion-resistant zinc

65⁄16
51⁄4

415⁄16

27⁄16
33⁄8

41⁄2
H1400

Load Capacity 420-1,800 Lbs. Each Caster

Series H1400-H3400

This series recommended for heavy-duty
trucks, dollies, platform trucks, and a vari-
ety of equipment used in industry. Both
upper and lower raceways are hardened
to resist wear for added life.

HD Mold-on
Polyurethane

Phenolic

Semi-Steel Mold-on
Polyurethane

Super-K

Mold-on 
Rubber

RTDyna-Tred TPR Dyna-Tred PU

Wheel Options
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Load Capacity 420-1,800 Lbs. Each Caster

NOTE: Four Position Swivel Lock, Field Mountable, see page 7.
(Add PL4 Suffix - Ex: H1406-8x2PL4)

Series H1400-H3400

Wheel Diameter (A) 6” 8” 10”
Overall Height (B) 71⁄2” 101⁄8” 111⁄2”
Swivel Radius (C) 53⁄8” 63⁄8” 73⁄8”

Mounting Bolt Diameter — 1⁄2”
Axle Size — 1⁄2”

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Swivel
Caster
Desc.

Order
No.

Rigid
Caster
Desc.

Order
No.

6
2

21⁄2

8

2

21⁄2

10 21⁄2

A
C

B

A

B

Semi-Steel
Polyurethane
Phenolic
Mold-on Rubber
Super K
RT
Dyna-Tred TPR
Dyna-Tred PU
Semi-Steel
Mold-on Polyurethane
Phenolic
Mold-on Rubber
Semi-Steel
Mold-on Polyurethane
Phenolic
Mold-on Rubber
Super K
Dyna-Tred PU
Dyna-Tred TPR
RT
Semi-Steel
Mold-on Polyurethane
Phenolic
Mold-on Rubber
Semi-Steel
Mold-on Polyurethane
Mold-on Rubber

Roller
Roller
Roller
Roller

Precision
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller

Precision
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Roller

1200
1250
1200
420
1500
1200
550
900
1600
1600
1600
600
1500
1500
1400
500
1800
1000
700
1400
1600
1600
1600
800
1800
1800
800

H1406-6x2
H1438-6x2
H1431-6x2
H1418-6x2
H1441B-6x2
H1465W-6x2
H1491-6x2
H1498-6x2
H1406-6x21⁄2
H1438-6Hx21⁄2
H1431-6x21⁄2
H1418-6x21⁄2
H1406-8x2
H1438-8x2
H1431-8x2
H1418-8x2
H1441B-8x2
H1498-8x2
H1491-8x2
H1465W-8x2
H1406-8x21⁄2
H1438-8Hx21⁄2
H1431-8x21⁄2
H1418-8x21⁄2
H1406-10x21⁄2
H1438-10Hx21⁄2
H1418-10x21⁄2

26600
26609
26606
26603
26240
26254
26236
26238
26612
26622
26618
26615
26601
26610
26607
26604
26242
26239
26237
26322
26613
26621
26619
26616
26614
26623
26617

H3406-6x2
H3438-6x2
H3431-6x2
H3418-6x2
H3441B-6x2
H3465W-6x2
H3491-6x2
H3498-6x2
H3406-6x21⁄2
H3438-6Hx21⁄2
H3431-6x21⁄2
H3418-6x21⁄2
H3406-8x2
H3438-8x2
H3431-8x2
H3418-8x2
H3441B-8x2
H3498-8x2
H3491-8x2
H3465W-8x2
H3406-8x21⁄2
H3438-8Hx21⁄2
H3431-8x21⁄2
H3418-8x21⁄2
H3406-10x21⁄2
H3438-10Hx21⁄2
H3418-10x21⁄2

26625
26634
26631
26628
26748
27493
26656
26661
26637
26646
26643
26640
26626
26635
26632
26629
26750
26663
26660
27494
26638
26647
26644
26641
26639
26648
26642

Cam-Style
Wheel Brake

Four Position
Swivel Lock

Options



MATERIAL

Ruberex (Soft Rubber) Pg. 80

Dyna-Tred TPR/Dyna-Tred II TPR (Thermoplastic Rubber
on Polypropylene) Pg. 69-70
Mold-on Rubber on semi-steel  Pg. 75

Plaskite (Phenolic)  Pg. 82

Polyflex (Polypropylene)  Pg. 78

Rockite (Hard Rubber)  Pg. 81

Dyna-Tred PU
(Polyurethane on Polypropylene)  Pg. 71

Mold-on Polyurethane on semi-steel  Pg. 74

HD Mold-on Polyurethane Pg.  74

K-Wheel (Solid Urethane)  Pg. 73

Super K-Wheel (Solid Urethane with Steel Sleeve)  Pg. 72

Cast Iron  Pg. 76

Duraflex (Solid Cushioned Rubber Tire)  Pg. 79

Pneumatic Pg. 79

High Impact Glass Filled Nylon  Pg. 90-92

Hot Drop Forged (Steel)  Pg. 77

Sintered Iron Pg. 77

Balloon Wheel  Pg. 79

RT Wheel (Standard)  Pg. 68

RT Wheel (High Temperature)  Pg. 68-69

WHEEL
SELECTION
GUIDE A
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WHEEL CAPACITY

70 - 300 lbs.

80-700 lbs.

240 - 1,150 lbs.

300 - 3,500 lbs.

200 - 600 lbs.

100 - 450 lbs.

90 - 1,000 lbs.

600 - 3,500 lbs.

1,760 - 4,900 lbs.

300 - 1,500 lbs.

1,100 - 4,200 lbs.

300 - 4,000 lbs.

300 - 600 lbs.

250 - 515 lbs.

300 - 1,500 lbs.

6,500 - 17,000 lbs.

150 - 450 lbs.

300 lbs.

600 - 1,400 lbs.

600 - 1,400 lbs

OUTSIDE DIA.

15⁄8” - 5”

2” - 8”

4” - 12”

3” - 12”

15⁄8” - 8”

15⁄8” - 5”

2” - 8”

4” - 12”

6” - 12”

3” - 8”

5” - 12”

3” - 12”

6” - 12”

6” - 16”

3” - 8”

6” - 10”

2” - 4”

6”

31⁄2” - 8”

31⁄2” - 8”

SERIES

9000, E Series, 100, 400

9000, E Series, 400, 800, 1400, H

C1400, H, KP, HX

100, 400, 1400, H

9000, E Series, 100, 400, 1400

9000, E Series, 100, 400

9000, E Series, 400, 1400, H

1400, H

1400, H

400,  800, KPL, 1400, H

1400, H, HX

100, H

1400

400, 1400

300, 1400

100

400, 1400

400, 1400, H1400

400, 1400, H1400

Wheel Selection Guide
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REINFORCED
THERMOPLASTIC

Load Capacity 600 - 1400 Lbs. Each Wheel

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Plain
Bore
Size

600
600
700
700
800
800
800
1000
1200
1400

19⁄16
19⁄16
19⁄16
19⁄16
23⁄16
19⁄16
19⁄16
23⁄16
23⁄16
23⁄16

13⁄16
1⁄2
13⁄16
1⁄2
13⁄16
13⁄16
1⁄2
13⁄16
13⁄16
13⁄16

3⁄4
-
3⁄4
-
3⁄4
3⁄4
-
3⁄4
3⁄4
3⁄4

-
-
-
-
5⁄8
-
-
5⁄8
5⁄8
5⁄8

3⁄8
-
3⁄8
-
1⁄2
3⁄8
-
1⁄2
1⁄2
1⁄2

-
-
-
-
3⁄4
-
-
3⁄4
3⁄4
3⁄4

Plain
Bore

OrderNo.
43975
44352
43976
44353
44210
43977
44354
44211
44212
44213

Roller
Bearing
Order No.

37660
-

37661
-

37904
37662

-
37905
37906
37907

Precision
Bearing
Order No.

-
-
-
-

42934
-
-

42935
42936
42937

Delrin
Bushing
Order No.

-
-
-
-

43979
-
-

43980
43981
43982

64W 65W 67W 64W

Bore Size
With Roller
Bearing

Bore Size
With Bearing
Spanner

Bore Size
With Delrin
Bushing

Hub
Length*

Bore Size
With Precision

Bearing

31⁄2 11⁄2

4
11⁄2

2

11⁄2
5

2
6 2

28

Axle Size

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Plain
Bore
Size

600

600

600

700

700

700

700

800

800

800

800

1000

1200

1400

19⁄16
19⁄16
19⁄16
19⁄16
19⁄16
19⁄16
19⁄16
23⁄16
19⁄16
19⁄16
19⁄16
23⁄16
23⁄16
23⁄16

13⁄16
1⁄2
3⁄8
13⁄16
3⁄4
1⁄2
3⁄8
13⁄16
13⁄16
1⁄2
3⁄8
13⁄16
13⁄16
13⁄16

3⁄4
-
-
3⁄4
-
-
-
3⁄4
3⁄4
-
-
3⁄4
3⁄4
3⁄4

-
-
-
-
-
-
-
5⁄8
-
-
-
5⁄8
5⁄8
5⁄8

3⁄8
-
-
3⁄8
-
-
-
1⁄2
3⁄8
-
-
1⁄2
1⁄2
1⁄2

Plain
Bore

OrderNo.

44332
44334
44335
44336
44337
44338
44339
44241
44341
44343
44344
44271
44254
44276

Roller
Bearing
Order No.

37679
-
-

37690
-
-
-

42913
37692

-
-

42914
42915
42916

Precision
Bearing
Order No.

-
-
-
-
-
-
-

42923
-
-
-

42917
42918
42919

Delrin
Bushing
Order No.

37678
-
-

37689
-
-
-

42892
37691

-
-

42908
42909
42910

64W 65W 67W 64W

Bore Size
With Roller
Bearing

Bore Size
With Bearing
Spanner

Bore Size
With Delrin
Bushing

Hub
Length*

Bore Size
With Precision

Bearing

31⁄2 11⁄2

4 11⁄2

2

11⁄2

5
2

6 2
28

Axle Size

3⁄4
-
-
3⁄4
-
-
-
3⁄4
3⁄4
-
-
3⁄4
3⁄4
3⁄4

RT Standard Wheels
Load Capacity 600 - 1400 Lbs. Each Wheel

• Roller Bearing for 3⁄8” Bore requires Spanner #41781.  Spanner can be used in either standard or high temperature version.
• 1⁄2” Plain Bore reduced to 3⁄8” Bore requires Spanner #41840.
See Heat Deflection Chart on Next Page.

W
H
E
E
L
S

Reinforced Thermoplastic material and specific processing  create this high per-
formance, durable, and cost effective wheel.  The RT series of wheels, designed
for use in the Faultless 1400 and 400 Series Casters, are ideally suited for food
processing, tool storage, sanitary maintenance, and applications requiring easy
mobility under heavy loads.  They are extremely resistant to water, chemical
absorption, and steam cleaning.  Standard wheel operating temperature range is
-20°F to +250°F and the High Temperature version range is  -20°F to +480°F.
Durometer is 65D.

RT High-Temp Wheels
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THERMOPLASTIC
RUBBER-ON
POLYPROPYLENE
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480480500525550
575

Heat Deflection vs. Time for
High Temp RT Wheels

Note: Thread Guards are optional; Gray thermoplastic tread on black polypropylene core is standard.
If spanner required, order separately. Plain bearing standard.

Dyna-Tred II wheels, second generation of already proven and test-
ed Dyna-Tred wheels, add a new variety of alternatives for wheels
in E-Series casters. These wheels have the same chemical inter-
locking tread as its larger Dyna-Tred counterparts. These wheels
give dollies, furniture, carts, and trucks a whole new look and ride.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Capacity
(Lbs.)

Hub
Length
(In.)

Axle
Size
(In.)

Use With
Swivel Caster Series

Wheel
Desc.

Order
No.

2
21⁄2
3
4
5

3⁄4
13⁄16
13⁄16
15⁄16
15⁄16

80
80
90
115
125

29⁄32
29⁄32
11⁄64
15⁄32
15⁄32

1⁄4
1⁄4
1⁄4
5⁄16
5⁄16

EW, ER, EK, EP, EY
EW, ER, EK, EP, EY
EW, ER, EK, EP, EY
EW, ER, EK, EP, EY
EW, ER, EK, EP, EY

1-2x3⁄4
1-21⁄2x13⁄16
1-3x13⁄16
1-4x15⁄16
1-5x15⁄16

47122
47123
47104
47135
47140

7 11 15 22 30 60 60

700

600

500

400

300

200

100

TIME (Minutes)

T
E
M
P
E
R
AT

U
R
E
(F
)

600

W
H
E
E
L
S

Dyna-Tred II 
Load Capacity 80-125 Lbs. Each Wheel
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THERMOPLASTIC
RUBBER-ON

POLYPROPYLENE
W
H
E
E
L
S

-
-
-
-
-
-
-
-

45796
-
-
-
-

44223
-
-
-
-

43965
-
-
-

44222

Thermoplastic rubber resists chemicals, caustics,
oils, acids, and wear. Rugged polypropylene hub
won’t dent, mar, fade or stain. Tread and hub are
double bonded and mechanically interlocked to
eliminate tread separation. Gives dollies, carts and
trucks a soft and cushioned non-marking ride.
Temperature operating range is -40°F to +180°F.
Durometer is 70A.

Note: Gray thermoplastic tread on black polypropylene core is standard.  If spanner required, order separately.  
Special Top Hat Spanner used with Precision Bearing. Wheels with 2” tread width.
*Black Tread with Gray Core

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Bearing

With
Bearing
and

Spanner

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Precision
Bearing
Desc.

Order
No.

Ball
Bearing
Desc.

Order
No.

Delrin
Bearing
Desc.

Order
No.

Roller
Bearing
Desc.

Order
No.

Axle Size

180
180
225
225
250
250
350
350
350
300
300
450
450
450
325
325
550
550
550
300
700
700
700

111⁄16
111⁄16
111⁄16
111⁄16
111⁄16
111⁄16
23⁄8
23⁄8
23⁄8
111⁄16
111⁄16
23⁄8
23⁄8
23⁄8
19⁄16
19⁄16
23⁄8
23⁄8
23⁄8
2
23⁄8
23⁄8
23⁄8

-
-
-
-
-
-
-
-
-
-
-
-

13⁄16
13⁄16
-
-
-

13⁄16
13⁄16
-
-

13⁄16
13⁄16

-
-
-
-
-
-
1⁄2
1⁄2
1⁄2
-
-
1⁄2
1⁄2
1⁄2
-
-
1⁄2
1⁄2
1⁄2
-
1⁄2
1⁄2
1⁄2

3⁄8
3⁄8
3⁄8
3⁄8
3⁄8
-
5⁄8
3⁄4
3⁄4
3⁄8
3⁄8
5⁄8
3⁄4
3⁄4
3⁄8
3⁄8
5⁄8
3⁄4
3⁄4
1⁄2
5⁄8
3⁄4
3⁄4

100,400
100,400
400
400
400
400
1400
1400
1400
400
400
1400
1400
1400
400
400
1400
1400
1400
F400
1400
1400
1400

-
90-3x11⁄4

-
90-31⁄2x11⁄4

-
90-4x11⁄4

-
90-4x2

-
-

90-5x11⁄4
-

90-5x2
-
-

90-6x13⁄8
-

90-6x2
-
-
-

90-8x2
-

-
42966

-
42967

-
42968

-
45795

-
-

42969
-

44074
-
-

43920
-

44075
-
-
-

44077
-

93-3x11⁄4TG
-

93-31⁄2x11⁄4TG
-

93-4x11⁄4TG
-

93-4x2
-
-

93-5x11⁄4TG
-

93-5x2
-
-
-
-

93-6x2
-
-
-

93-8x2
-
-

3

11⁄431⁄2

11⁄4

11⁄4
4

2

11⁄4

2

5

13⁄8

2

6

15⁄8

2

8

RollerDelrinPrecisionTop Hat
Spanner

Bearing Options

Dyna-Tred TPR Wheels
Load Capacity 180-700 Lbs. Each Wheel

-
-
-
-
-
-
-
-

91-4x2
-
-
-
-

91-5x2
-
-
-
-

91-6x2
-
-
-

91-8x2

42970
-

42971
-

42972
-

45794
-
-

42973
-

42947
-
-
-
-

44249
-
-
-

45078
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-

92-6x13⁄8
-
-
-
-

*92-8x15⁄8
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-

44064
-
-
-
-

44245
-
-
-

Also Available - Super Soft Version - 55A
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Dyna-Tred PU Wheels
Load Capacity 225-1,000 Lbs. Each Wheel

Note: If spanner required, order separately. Red polyurethane on black polypropylene core is standard on 2” wide wheels. Gray on black stan-
dard on 1 1/4” wide wheels.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Bearing

With
Bearing
and

Spanner

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Precision
Bearing
Desc.

Order
No.

Ball
Bearing
Desc.

Order
No.

Delrin
Bearing
Desc.

Roller
Bearing
Desc.

Order
No.

Axle Size

225
225
250
250
300
300
600
600
600
325
325
750
750
750
350
350
900
900
900
1000
1000
1000

111⁄16
111⁄16
111⁄16
111⁄16
111⁄16
111⁄16
23⁄8
23⁄8
23⁄8
111⁄16
111⁄16
23⁄8
23⁄8
23⁄8
19⁄16
19⁄16
23⁄8
23⁄8
23⁄8
23⁄8
23⁄8
23⁄8

-
-
-
-
-
-
-
-
-
-
-
-

13⁄16
13⁄16
-
11⁄8
-

13⁄16
13⁄16
-

13⁄16
13⁄16

-
-
-
-
-
-
1⁄2
1⁄2
1⁄2
-
-
1⁄2
1⁄2
1⁄2
-
3⁄8
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2

3⁄8
3⁄8
3⁄8
3⁄8
3⁄8
-
5⁄8
3⁄4
3⁄4
3⁄8
3⁄8
5⁄8
3⁄4
3⁄4
3⁄8
1⁄2
5⁄8
3⁄4
3⁄4
5⁄8
3⁄4
3⁄4

100,400
100,400
400
400
400
400
1400
1400
1400
400
400
1400
1400
1400
400
400
1400
1400
1400
1400
1400
1400

-
-
-
-
-
-
-
-
-
-
-
-
-
-

97-6x13⁄8
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-

44076
-
-
-
-
-
-
-

-
96-3x11⁄4

-
96-31⁄2x11⁄4

-
96-4x11⁄4

-
96-4x2

-
-

96-5x11⁄4
-

96-5x2
-
-

96-6x13⁄8
-

96-6x2
-
-

96-8x2
-

-
42974

-
42975

-
42976

-
45797

-
-

42977
-

44081
-
-

42111
-

44083
-
-

44100
-

-
-
-
-
-
-
-
-

98-4x2
-
-
-
-

98-5x2
-
-
-
-

98-6x2
-
-

98-8x2

99-3x11⁄4TG
-

99-31⁄2x11⁄4TG
-

99-4x11⁄4TG
-

99-4x2
-
-

99-5x11⁄4TG
-

99-5x2
-
-
-
-

99-6x2
-
-

99-8x2
-
-

3

11⁄431⁄2

11⁄4

11⁄4
4

2

11⁄4

2

5

13⁄8

2

6

2

8

42978
-

42979
-

42980
-

42949
-
-

42981
-

42950
-
-
-
-

42162
-
-

42164
-
-

Polyurethane tread for high load capacity and
extended wear. Protects floors and resists
chemicals, caustics, acids, and oils. Rugged
polypropylene hub will not dent, mar, fade, or
stain. Tread and hub are mechanically  inter-
locked to eliminate tread separations.
Temperature operating range is -40°F to +180°F.
Durometer is 90A.

RollerDelrinPrecisionTop Hat
Spanner

Bearing Options

-
-
-
-
-
-
-
-

45798
-
-
-
-

44172
-
-
-
-

44175
-
-

44170

W
H
E
E
L
S

Order
No.
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SOLID URETHANE
W
H
E
E
L
S

Super K
Load Capacity 1100-4200 Lbs. Each Caster

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

With
Spanner*

With
Bearing,

No
Spanner

Radial
Ball

Bearing
Desc.

Order
No.

Order
No.

Axle Size

Tapered
Bearing
Desc.

1100
1500
1620
2500
2500
1800
2000
2500
2500
2500
2500
3000
3000
4200
3400

21⁄4
21⁄4
31⁄4
31⁄4
31⁄4
21⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
41⁄4
31⁄4

1⁄2
1⁄2
3⁄4
3⁄4
-
1⁄2
3⁄4
3⁄4
-
-
3⁄4
3⁄4
-
-
3⁄4

-
-
-
-
11⁄4
-
-
-
1
11⁄4
-
-
11⁄4
11⁄4
-

41B-5x2
41B-6x2
41B-6x21⁄2
41B-6x3

-
41B-8x2
41B-8x21⁄2
41B-8x3

-
-

41B-10x21⁄2
41B-10x3

-
-

41B-12x3

37887
37877
37914
37917

-
37879
37915
37918

-
-

37916
37919

-
-

37921

-
-
-
-

41T-6x3
-
-
-

41T-8x3
41T-8x3

-
-

41T-10x3
41T-10x4

-

-
-
-
-

62675
-
-
-

62676
62677

-
-

62681
62683

-

2
2
21⁄2
3

5

6

2
21⁄2
3

21⁄2
3

4
3

8

10

12

*Spanner included with all ball bearing Super K-Wheels

NOTE: Capacity ratings are based on intermittent service with speeds up to 5 mph.
Speeds from 5 to 10 mph reduce capacity by 20%.

PrecisionTapered

Bearing Options

The Faultless Super-K is molded from a polyether-
based polyurethane material that resists compres-
sion set, rejects foreign objects, and has excellent
resiliency for ease of movement in manual or in tow
applications. The Super-K wheel will outperform all
competition by combining a mechanically locked
solid steel hub with precision grade bearings. For
severe axial loadings, try our tapered bearing assem-
bly. Temperature operating range is -50°F to +180°F.
Durometer is 55D. Standard color is Blue.
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Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Bearing

With
Bearing
No

Spanner

With
Bearing
and

Spanner

Use With
Swivel
Caster
Series

Delrin
Bearing
Desc.

Order
No.

Roller
Bearing
Desc.

Order
No.

Plain
Bore
Desc.

Order
No.

300
500
700
700
700
700
1000
1000
1000
1000
1200
1200
1200
1200
1500
1500
1500
1500

19⁄16
19⁄16
23⁄16
23⁄16
23⁄16
19⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16

1⁄2
1⁄2
13⁄16
13⁄16
13⁄16
1⁄2
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
13⁄16

-
-
3⁄4
3⁄4
5⁄8
-
3⁄4
3⁄4
3⁄4
5⁄8
3⁄4
3⁄4
3⁄4
5⁄8
3⁄4
3⁄4
3⁄4
5⁄8

3⁄8
3⁄8
1⁄2
1⁄2
1⁄2
3⁄8
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
1⁄2

400
400
1400
1400
1400
400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400

-
-

40-4x2
-
-
-
-

40-5x2
-
-
-

40-6x2
-
-

-
40-8x2

-
-

-
-

41999
-
-
-
-

42003-
-
-
-

42012
-
-

-
42016
-
-

-
-
-

41-4x2
-
-
-
-

41-5x2
-
-
-

41-6x2
-

-
-

41-8x2
-

-
-
-

42002
-
-
-
-

42005
-
-
-

42014
-

-
-

42018
-

42-3x11⁄4
42-4x11⁄4
42-4x2

-
-

42-5x11⁄4
42-5x2

-
-
-

42-6x2
-
-
-

42-8x2
-
-
-

44182

44185
44191
-
-

44195
44198
-
-
-

44200
-
-
-

44202
-

Axle Size

3

4 2

5

2

6

2

8

2

11⁄4

11⁄4
11⁄4

Precision
Bearing
Desc.

Order
No.

-
-
-
-

43-4x2
-
-
-
-

43-5x2
-
-
-

43-6x2
-
-
-

43-8x2

-
-
-
-

42911
-
-
-
-

42920
-
-
-

42922
-
-
-

42912

K-Wheel
Load Capacity 300-1,500 Lbs. Each Wheel

W
H
E
E
L
S

RollerDelrinPrecisionTop Hat
Spanner

Bearing Options

The K-Wheel is molded from a high strength  ure-
thane compound which possesses the load character-
istics of steel but gives the smooth effortless ride you
expect from polyurethane. Solid wheel has no plastic
or metal core thereby eliminating any possibility of
tread separation. It is not affected by blood, brine,
greases, oils, or most harsh chemicals. It’s steam
cleanable. Temperature operating range is -50°F to
+180°F. Durometer is 55D. Standard color is blue.

If spanner required, order separately.

NOTE: Autoclave/Anti-Static material available. Contact Factory.
Capacity ratings on precision bearing wheels are based on intermittent service with speeds up to 5 mph.

Speeds from 5 to 10 mph reduce capacity by 20%.
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MOLD-ON
POLYURETHANE

W
H
E
E
L
S

Duro-Tred Vulcanized Wheels
Load Capacity 700-4,950 Lbs. Each Wheel

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Order
No.

Axle Size

Wheel
Desc.

700
1000
1250
1760
1600
1650
2150
2100
2450
1500
2200
1600
2100
2600
2500
3350
1800
2500
3100
3000
4150
2700
3550
3500
4950

23⁄16
23⁄16
23⁄16
23⁄16
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4
23⁄16
23⁄16
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4

13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
115⁄16
115⁄16
115⁄16
115⁄16
13⁄16
13⁄16
13⁄16
115⁄16
115⁄16
115⁄16
115⁄16
13⁄16
115⁄16
115⁄16
115⁄16
115⁄16
115⁄16
115⁄16
115⁄16
115⁄16

3⁄4
3⁄4
3⁄4
3⁄4
3⁄4
1
1
1
1
3⁄4
3⁄4
3⁄4
1
1
1
1
3⁄4
1
1
1
1
1
1
1
1

1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
3⁄4
3⁄4
3⁄4
3⁄4
1⁄2
1⁄2
1⁄2
3⁄4
3⁄4
3⁄4
3⁄4
1⁄2
3⁄4
3⁄4
3⁄4
3⁄4
3⁄4
3⁄4
3⁄4
3⁄4

1400
1400
1400

H

H
1400
1400
H

H

38-4x2
38-5x2
38-6x2
38HD-6x2
38-6Hx21⁄2
38-6x21⁄2
38HD-6x21⁄2
38-6x3
38HD-6x3
38-8x2
38HD-8x2
38-8Hx21⁄2
38-8x21⁄2
38HD-8x21⁄2
38-8x3
38HD-8x3
38-10Hx21⁄2
38-10x21⁄2
38HD-10x21⁄2
38-10x3
38HD-10x3
38-12x21⁄2
38HD-12x21⁄2
38-12x3
38HD-12x3

37870
37860
37863
37940
37791
37795
37941
37801
37942
37865
37943
37793
37796
37944
37802
37945
37794
37797
37947
37803
37948
37800
37950
37804
37951

2
25

6

2

21⁄2

3

21⁄2

3

3

8

10

12

With
Bearing
and

Spanner

21⁄2

3

21⁄2

2

4

If spanner required, order separately.
Note: Other bearing options available contact factory.

Polyurethane tread permanently attached to a
metal core delivers a cushioned ride, excellent
mobility, and extended life under extremely
heavy loads. Duro-Tred wheels protect floors
and loads better and will wear four to ten times
longer than other wheel materials.  Standard
with roller bearings.Temperature operating
range is -40°F to +180°F. Durometer rating is
95A in standard.
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Vulcanized Rubber Tread Wheels
Load Capacity 380-1,870 lbs. Each Wheel

Cushioned rubber tread permanently vulcanized to a
semi-steel core is recommended for quiet movement
with heavy loads.  Molded core provides added
strength with a reinforced, double-thick hub.
Vulcanized rubber-tread wheels are standard with
roller bearings.  Temperature operating range is -40°F
to +158°F.  Durometer rating is 75A.

NOTE: Roller Bearings are standard. If spanner required, order separately.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Order
No.

Axle Size

Tread
Wheel
Desc.

380
380
420
770
600
600
700
1050
500
1000
800
800
1100
850
1200
800
900
1150
1000
1650
900
1550
1150
1870

23⁄16
23⁄16
23⁄16
21⁄4
27⁄8
31⁄4
31⁄4
31⁄4
23⁄16
21⁄4
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4

13⁄16
13⁄16
13⁄16
13⁄16
13⁄16
115⁄16
115⁄16
113⁄16
13⁄16
13⁄16
13⁄16
115⁄16
113⁄16
115⁄16
113⁄16
13⁄16
115⁄16
113⁄16
115⁄16
113⁄16
115⁄16
113⁄16
115⁄16
113⁄16

3⁄4
3⁄4
3⁄4
3⁄4
3⁄4
1
1
1
3⁄4
3⁄4
3⁄4
1
1
1
1
3⁄4
1
1
1
1
1
1
1
1

1⁄2
1⁄2
1⁄2
-
1⁄2
3⁄4
3⁄4
-
1⁄2
-
1⁄2
3⁄4
-
3⁄4
-
1⁄2
3⁄4
-
3⁄4
-
3⁄4
-
3⁄4
-

1400
1400
H, CPA

H

H, CPA

H

H

18-4x2
18-5x2
18-6x2
18HD-6x2
18-6Hx21⁄2
18-6x21⁄2
18-6x3
18HD-6x3
18-8x2
18-8HDx2
18-8Hx21⁄2
18-8x21⁄2
18-8HDx21⁄2
18-8x3
18-8HDx3
18-10Hx21⁄2
18-10x21⁄2
18-10HDx21⁄2
18-10x3
18-10HDx3
18-12x21⁄2
18HD-12x21⁄2
18-12x3
18HD-12x3

37810
37813
37861
61488
37769
37773
37779
61489
37891
61490
37770
37774
61491
37780
61492
37772
37776
61493
37781
61494
37777
61507
37783
61508

2
25

6

2

21⁄2

3

21⁄2

3

3

8

10

12

With
Bearing
and

Spanner

21⁄2

3

21⁄2

2

4

W
H
E
E
L
S
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CAST IRON
W
H
E
E
L
S

Cast Iron
Load Capacity 700-4,000 Lbs. Each Wheel

Semi-Steel — Cast iron toughened with steel,
this wheel has extremely high load ratings and
exceptionally long wear life.  It’s recommended
for rough wood and concrete floors – a good
choice for moving heavy loads in manufacturing
and warehousing. Long-life features include a
heavy tread and plain or roller bearings. Ideal in
extreme operating temperature ranges of -40°F
to +800°F with optional high temperature grease. 

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

Plain
Bearing

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Roller
Bearing
Desc.

Order
No.

700
1000
1200
1600
2500
2500
1500
1600
2500
2800
1800
2500
3000
3000
4000

23⁄8
23⁄8
23⁄8
27⁄8
31⁄4
31⁄4
23⁄8
27⁄8
31⁄4
31⁄4
27⁄8
31⁄4
31⁄4
31⁄4
31⁄4

13⁄16
13⁄16
13⁄16
13⁄16
115⁄16
115⁄16
13⁄16
13⁄16
115⁄16
115⁄16
13⁄16
115⁄16
115⁄16
115⁄16
115⁄16

1⁄2
1⁄2
-
-
-
-
-
-
-
-
-
-
-
-
-

3⁄4
3⁄4
3⁄4
3⁄4
1
1
3⁄4
3⁄4
1
1
3⁄4
1
1
1
1

06-4x2
06-5x2
06-6x2
06-6Hx21⁄2
06-6x21⁄2
06-6x3
06-8x2
06-8Hx21⁄2
06-8x21⁄2
06-8x3
06-10Hx21⁄2
06-10x21⁄2
06-10x3
06-12x21⁄2
06-12x3

37715
37716
37721
37748
37751
37755
37733
37749
37752
37759
37750
37753
37761
37754
37765

Axle Size

2
5 2

6

8

3

With
Bearing
and

Spanner
1⁄2
1⁄2
1⁄2
1⁄2
3⁄4
3⁄4
1⁄2
1⁄2
3⁄4
3⁄4
1⁄2
3⁄4
3⁄4
3⁄4
3⁄4

21⁄2

2

21⁄2
3

21⁄2
3
21⁄2
3

10

12

2

Steel Caged
Roller

Bearing Options

4

NOTE: Roller bearing versions equipped with plastic cage bearings.
If temperature exceeds 300° contact factory. If spanner required, order separately.

1400
1400

1400, H
H

1400, H
H

H



METAL WHEELS
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Load Capacity 150-450 Lbs. Each Wheel

Sintered Iron — Powdered iron, compacted and
sintered to cast-iron strength, makes a concentric
and smooth tread. Standard with plain bearings.
Temperature operating range is -40°F to +500°F.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Axle
Size
(In.)

Use
With

Caster Series
Wheel
Desc.

Order
No.

150
200
300
450

1
13⁄8
19⁄16
115⁄16

1⁄4
5⁄16
3⁄8
7⁄16

100
100
100
100

08-2x1
08-21⁄2x1
08-3x13⁄16
08-4x13⁄8

44035
43820
43925
43926

15⁄162
1

13⁄163
13⁄84

21⁄2

Sintered Iron

W
H
E
E
L
S
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POLYPROPYLENE
W
H
E
E
L
S

Polyflex
Load Capacity 200-600 Lbs. Each Wheel

This polypropylene wheel has a light weight,
low cost, high impact strength. It resists water
and chemical absorption, even stands up to
repeated steam cleaning. Non-marking tread
provides excellent floor protection.
Polypropylene is one of the strongest and most
economical wheels in many caster applications.
It’s available with plain or roller bearings.
Temperature operating range is -20°F to
+180°F. Durometer is 60D. Ribbed

I-Beam

Straight
Sided

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

With
Plain

Bearing

With
Bearing,

No
Spanner

With
Bearing
and

Spanner

Use With
Swivel
Caster
Series

Plain
Bearing
Desc.

Order
No.

Order
No.

200
270
275
275
400
300
300
350
350
350
400
400
350
350
400
400
500
500
500
500
500
550
550
550
550
550
600
600

13⁄8
19⁄16
19⁄16
19⁄16
129⁄32
19⁄16
19⁄16
19⁄16
19⁄16
19⁄16
21⁄4
23⁄16
19⁄16
19⁄16
19⁄16
19⁄16
23⁄16
23⁄16
23⁄8
23⁄8
23⁄8
23⁄16
23⁄16
27⁄16
27⁄16
27⁄16
23⁄16
23⁄16

5⁄16
3⁄8
3⁄8
1⁄2
7⁄16
3⁄8
1⁄2
3⁄8
1⁄2
11⁄16
3⁄4
13⁄16
3⁄8
11⁄16
3⁄8
1⁄2
1⁄2
3⁄4
1⁄2
13⁄16
3⁄4
3⁄4
13⁄16
1⁄2
3⁄4
13⁄16
3⁄4
13⁄16

-
-
-
-
-
-
-
-
-
1⁄2
-
3⁄4
-
1⁄2
-
-
-
-
-
3⁄4
-
-
3⁄4
-
-
3⁄4
-
3⁄4

-
-
-
-
-
-
-
-
-
3⁄8
-
1⁄2
-
3⁄8
-
-
-
-
-
1⁄2
-
-
1⁄2
-
-
1⁄2
1⁄2
1⁄2

100, 400
100, 400
400
400
100
400
400
400
400
400
1400
1400
400
400
400
400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400
1400

60-21⁄2x11⁄8
60-3x11⁄4
60S-31⁄2x11⁄4
60S-31⁄2x11⁄4
60-4x15⁄16
60S-4x11⁄4
60S-4x11⁄4
60S-4x11⁄2
60S-4x11⁄2

-
60-4x2

-
60S-5x11⁄4

-
60S-5x11⁄2
60S-5x11⁄2
60S-5x2
60S-5x2
60-5x2 Rib

-
60-5x2 Rib
60S-6x2

-
60-6x2 Rib
60-6x2 Rib

-
60-8x2

-

45060
43183
45767
45766
45068
45769
45768
45771
45770

-
43102

-
45785

-
45774
45773
45786
45776
43997

-
43129
45778

-
47995
43944

-
43138

-

-
-
-
-
-
-
-
-
-

61S-4x11⁄2
-

61-4x2
-

61S-5x11⁄4
-
-
-
-
-

61-5x2Rib
-
-

61S-6x2
-
-

61-6x2Rib
-

61-8x2

-
-
-
-
-
-
-
-
-

45772
-

43467
-

45783
-
-
-
-
-

43135
-
-

45793
-
-

43137
-

43139

Axle Size

3

31⁄2

4

2

5

2

6

15⁄16

2

8 2

11⁄2

11⁄4

11⁄4

11⁄2

11⁄4

21⁄2 11⁄8

Roller
Bearing
Desc.

11⁄4



DURAFLEX &
PNEUMATIC WHEELS
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Wheel
Desc.

NOTE: Specify for 1400 Series 3⁄4” bore without spanner bushing; for 1⁄2” bore order spanner bushing EDP No. 41878

Roller
Roller
Ball
Ball
Ball
Ball
Ball
Ball
Ball
Ball
Ball
Ball

Load Capacity 125-515 Lbs. Each Wheel

W
H
E
E
L
S
Duraflex

Load Capacity 300 - 600 Lbs. Each Wheel
Duraflex wheels are solid cushion tires made from a special blend of
granular rubber and chemical accelerators, cured under tremendous pres-
sure. The result is a “bouncy” high impact resistant and puncture proof
wheel. Tires are mounted on rugged polypropylene centers which will not
dent or rust like conventional metal hubs. Ideal for hand trucks or other
equipment which requires a soft, cushioned ride. Durometer is 80A.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Bearing

Bore
(In.)

Centered
Or Offset

Hub
Length
(In.)

Load
Rating
(Lbs.)

Wheel
Desc.

Order
No.

3⁄4*
3⁄4*
5⁄8
3⁄4
5⁄8
3⁄4
5⁄8
3⁄4
5⁄8
3⁄4
5⁄8
3⁄4

C
C
Off
Off
C
C
Off
Off
C
C
C
C

21⁄4
21⁄4
21⁄4
21⁄4
21⁄2
21⁄2
21⁄4
21⁄4
31⁄4
31⁄4
31⁄4
31⁄4

300
500
500
500
500
500
550
550
550
550
600
600

I81-6x11⁄2
I81-8x2
I82-8x225x21⁄4 Off - 5⁄8
I82-8x225x21⁄4 Off - 3⁄4
I82-8x225x21⁄2- 5⁄8
I82-8x225x21⁄2- 3⁄4
I82-10x250x21⁄4 Off - 5⁄8
I82-10x250x21⁄4 Off - 3⁄4
I82-10x250x31⁄4- 5⁄8
I82-10x250x31⁄4- 3⁄4
I82-12x300x31⁄4- 5⁄8
I82-12x300x31⁄4- 3⁄4

44154
44155
44144
44145
44146
44147
44148
44149
44150
44151
44153
44152

11⁄2
2

6

21⁄48

21⁄210

312

This Faultless wheel provides a cushioned ride for delicate instruments and
breakable items. The tube-type, pressurized tire combines shock absorp-
tion with quiet operation and easy rolling. Standard with ball bearings.

Nominal
Dia.
(In.)

Ply
Rating

Bore
(In.)

Wheel
Bearing

Hub
Width
(In.)

Hub
Color

Load
Rating
(Lbs.)

Tread
Style

Order
No.

4
4
4
4
4
2

6
6
8
10
12
16

1⁄2
1⁄2
1⁄2
1⁄2
1⁄2
5⁄8

Ball
Ball
Ball
Ball
Ball
Ball

27⁄16
27⁄16
31⁄4
4
47⁄16
6

Silver
Silver
Silver
Silver
Silver
Red

125
125
300
350
450
515

Sawtooth
Sawtooth
Sawtooth
Sawtooth
Sawtooth
Ribbed

I19-6x2BLK
I19-6x2GRY
I19-8x2.50
I19-10x3.50
I19-12x3.50
4.80x4.00x8x5⁄8BP

44131
44142
44104
44121
44125
20578

NOTE: All of the above Pneumatic wheels are centered. Contact Factory for Gray Wheel, Wheel Desc. I19-8x250, Order #44118

Pneumatic
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SOFT RUBBER

-
-
-
-
-
-
3⁄8
-
-
-

7⁄16
7⁄16
-
-W
H
E
E
L
S

Ruberex®
Load Capacity 70-240 Lbs. Each Wheel

This composition rubber wheel combines a soft 
rubber tread with a hard rubber core for quiet
movement, a cushioned ride, and maximum
floor protection. Temperature operating range is
-40°F to +158°F. Durometer is 75A.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

Plain
Bearing

With
Bearing
No

Spanner

Use With
Swivel
Caster
Series

Plain
Bearing
Desc.

Order
No.

70
80
90
80
100
90
175
200
115
200
225
240
125
200

3⁄4
15⁄16
11⁄64
29⁄32
13⁄8
11⁄64
19⁄16
19⁄16
15⁄32
19⁄16
115⁄16
115⁄16
15⁄32
19⁄16

-
-
-
-
-
-

11⁄16
-
-
-

11⁄16
11⁄16
-
-

7⁄32
1⁄4
1⁄4
1⁄4
5⁄16
1⁄4
3⁄8
3⁄8
5⁄16
3⁄8
7⁄16
7⁄16
5⁄16
3⁄8

-
-
-
-
-
-
1⁄2
-
-
-
5⁄8
5⁄8
-
-

9000, EW, EY
9000, EW, EY

100
W,  EW, EY
100, 400
9000, EP
100, 400
400

EK, EP, EW, EY
400
100
100

EK, EP, EY
400, K, G

4-15⁄8x47⁄64
4-2x7⁄8
21-2x1
4-21⁄2x13⁄16
21-21⁄2x11⁄8
4-3x13⁄16
21-3x11⁄4
21-31⁄2x15⁄16
4-4x15⁄16
21-4x11⁄4
21-4x15⁄16
21-4Bx15⁄8
4-5x15⁄16
21-5x11⁄4

47155
47163
47172
47173
47231
47175
47238
44216
47200
47250
47244
47269
47218
47259

Axle Size

15⁄8

2

With
Bearing
and

Spanner

15⁄8

4

21⁄2

3

31⁄2

5
11⁄4
15⁄16

15⁄16
11⁄4
15⁄16

13⁄16

1

7⁄8
47⁄64

15⁄16
11⁄4

11⁄8
13⁄16



HARD RUBBER
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W
H
E
E
L
S
Rockite®

Load Capacity 100-420 Lbs. Each Wheel

Hard-rubber molded composition. It combines
many desirable characteristics: high-load rat-
ing, good mobility, high-impact resistance, and
good floor protection. Temperature operating
range is -40°F to 158°F. Durometer is 75D.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

Plain
Bearing

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Plain
Bearing
Desc.

Order
No.

150
200
100
270
275
125
275
350
420
135
300

11⁄64
13⁄8
11⁄64
19⁄16
19⁄16
15⁄32
19⁄16
115⁄16
115⁄16
15⁄32
19⁄16

-
-
-

11⁄16
-
-
-

11⁄16
11⁄16
-
-

1⁄4
5⁄16
1⁄4
3⁄8
3⁄8
5⁄16
3⁄8
7⁄16
7⁄16
5⁄16
3⁄8

-
-
-
-
-
-
-
-
-
-
-

100
100, 400

EP
100, 400
400

EP, EY
400
100
100

EP, EY
400, G

27-2x1
27-21⁄2x11⁄8
7-3x13⁄16
27-3x11⁄4
27-31⁄2x15⁄16
7-4x15⁄16
27-4x11⁄4
27-4x15⁄16
27-4Bx15⁄8
7-5x15⁄16
27-5x11⁄4

47329
47330
47293
47336
43543
47316
47346
47341
47372
47327
47347

Axle Size

2 1

4

5

With
Bearing
and

Spanner
-
-
-
-
-
-
-
-
-
-
-

11⁄8
13⁄16
11⁄43

21⁄2

31⁄2

11⁄4

15⁄8
15⁄16
11⁄4

15⁄16
15⁄16

15⁄16
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PHENOLIC
W
H
E
E
L
S

Plaskite®
Load Capacity 300-3,500 Lbs. Each Wheel

21⁄2

Phenolic compound reinforced with macerated fabric
makes a high-strength, high-impact wheel resistant to oil,
gasoline, even dilute acids. Compression-molded under
extreme pressure, these wheels gain a dense, uniform
consistency. Phenolic wheels are non-marking, non-con-
ductive, and spark-proof. They are available with plain or
roller bearings. Will not warp or swell in a temperature
operating range of -40°F to +300°F. Durometer is 75D.

Note: Hi-Temp version is available with a operating range of
480° continuous, 530° intermittent.        

Please see Page 68, RT Wheels, for further high temperature
options. If spanner required, order separately.

Wheel
Dia.
(In.)

Tread
Width
(In.)

Load
Rating
(Lbs.)

Hub
Length
(In.)

Without
Roller
Bearing

Plain
Bearing

With
Bearing,

No
Spanner

Use With
Swivel
Caster
Series

Plain
Bearing
Desc.

Order
No.

Roller
Bearing
Desc.

Order
No.

300
300
500
800
800
1000
1000
1200
1200
1600
1600
3000
1400
2000
2000
2500
2900
3000
3500

19⁄16
19⁄16
115⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄16
23⁄4
31⁄4
31⁄4
23⁄16
23⁄4
31⁄4
31⁄4
31⁄4
31⁄4
31⁄4

-
11⁄16
11⁄16
13⁄16
13⁄16
-

13⁄16
-

13⁄16
13⁄16
113⁄16
115⁄16
13⁄16
13⁄16
115⁄16
115⁄16
115⁄16
115⁄16
115⁄16

3⁄8
-
-
3⁄4
-
3⁄4
-
3⁄4
-
-
-
-
-
-
-
-
-
-
-

-
1⁄2
5⁄8
-
3⁄4
-
3⁄4
-
3⁄4
3⁄4
1
1
3⁄4
3⁄4
1
1
1
1
1

30-3x11⁄4
-
-

30-4x2
-

30-5x2
-

30-6x2
-
-
-
-
-
-
-
-
-
-
-

43838
-
-

37629
-

37638
-

37641
-
-
-
-
-
-
-
-
-
-
-

-
31-3x11⁄4
31-4x15⁄8

-
31-4x2

-
31-5x2

-
31-6x2
31-6Hx21⁄2
31-6x21⁄2
31-6x3
31-8x2
31-8Hx21⁄2
31-8x21⁄2
31-8x3
31-10x3
31-12x21⁄2
31-12x3

-
37627
37630

-
37636

-
37639

-
37637
37807  
37816
37820
37643
37808
37817
37821
37822
37819
37823

Axle Size

3 11⁄4

4 2

5 2

6

2

8

3

With
Bearing
and

Spanner
-
3⁄8
7⁄16
-
1⁄2
-
1⁄2
-
1⁄2
1⁄2
3⁄4
3⁄4
1⁄2
1⁄2
3⁄4
3⁄4
3⁄4
3⁄4
3⁄4

15⁄8

2

3

3

310

12

21⁄2

21⁄2

100
100
100

1400,  H,  HX, KP
1400,  H,  HX, KP
1400,  H,  HX, KP
1400,  H,  HX, KP
1400,  H,  HX, KP
1400,  H,  HX, KP

H
1400,  HX, KP
1400,  HX, KP

1400,  H,  HX, KP
H

HX, KP
HX, KP
HX, KP
HX, KP
HX, KP

DelrinSteel Caged
Roller

Bearing Options



WHEEL BEARING
SELECTION
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W
H
E
E
L
B
E
A
R
IN
G
S

1. Self–Lubricating: The self–lubricating bearing is an iron base powdered metal
bushing press fitted into the wheel core. The powdered iron is porous and is
impregnated with oil so that with use, oil is leaked out to lubricate the axle.

2. Roller Bearing: (fig 2A) Normally this is a two–piece bearing, consisting of a
roller assembly and a hardened outer race. The split-sleeve bearing (fig 2B) consists
of an outer raceway of hardened spring steel with a hardened roller and cage assem-
bly.  A full caged bearing assembly (fig 2A) consists of a fully encased outer raceway
with a hardened roller and cage assembly. All roller bearings operate in conjunction
with a hardened shaft called a spanner.

3. Tapered Roller Bearing: The tapered roller precision bearing consists of a
cup which is pressed into the wheel hub, and a cone and roller combination which
fits integrally into the cup. The cup and core are hardened. The rollers are tilted to
react to both thrust and radial loads. These bearings are suited for towline, high
speed, and high load applications.

4. Flanged Radial Ball Bearing: This is a unique stamped construction that
has a one–piece outer raceway, which is cold–rolled and formed to a close tolerance
ball groove.  The inner raceway is machined and hardened. The bearing is shielded
and grease packed. These bearings will react to thrust loading and considerable
radial load.

5. Delrin Bearing: Delrin is a registered trademark of Dupont; this is an acetal resin
molded into a flange type bearing. The bearing is press fitted into the hub of the wheel
and is rotated around a hardened spanner. This bearing has high mechanical strength,
high impact, low static, and dynamic coefficients of friction, with a wide use temperature
range (-40° to +230°F).

6. Radial Bearing: This type of sealed precision bearing consists of a hardened
outer raceway and inner raceway, separated by a concentric ring of hardened steel
balls. This bearing is used in pairs and is usually press fitted into a deep pocket of a
wheel that has high load and high speed capabilities. This type of bearing is primarily
used to carry radial loads only.

7. Plain Bearing: (Not Shown) In a plain bearing, the hub material is actually
the bearing. The wheel rotates on a steel axle and is the most economical bearing
application.

What Type of Wheel Bearings Do You Use?

2B

2A
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PNEUMATIC

• Cold Forged Construction — 3/16” formed steel 
legs are double welded for added strength     
under maximum load. Thick 1/4” steel top plate

• Double Ball Bearing Swivel — Large diameter 
main load bearing and thrust bearing assures 
easy maneuvering under heavy loads

• 4-Ply Tires — Standard on all wheel sizes        
provide longer wheel life and fewer repairs

• Heavy-Duty Steel Hub — Bolted for extra
durability. Ball bearings offer maximum mobility

• Lube Fittings — Provided for swivel bearings
• Finish — Corrosion-resistant zinc
• Wheel Tread — Sawtooth tread design is 

standard.

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

Air Faultless Casters
Load Capacity 310-450 Lbs. Each Caster

Air Faultless pneumatic wheel casters are
designed to absorb shock and vibration
caused by floor obstructions or outdoor ter-
rain. Moves delicate industrial loads smooth-
ly and safely over rough bumpy surfaces. 

Wheel Diameter (A) 8” 10” 12”
Overall Height (B) 915⁄16” 12” 15”
Swivel Radius (C) 63⁄4” 85⁄16” 101⁄4”
Mounting Bolt Diameter — 3⁄8”
Axle Size — 1⁄2”

NOTE: Double ball raceway

Tire
Size

2.80/2.50-4

2.80/2.50-4

2.80/2.50-4

2.80/2.50-4

4.10/3.50-6

4.10/3.50-6

4.10/3.50-6

4.10/3.50-6

Wheel
Bearing

Load
Rating (Lbs.)

Wheel
Dia. (In.)

Swivel
Caster Desc.
I1419-8 Blk

I1419-8 Gray

I1419-8 Gray/Brk

I1419-8Black/Brk

I1419-10 Blk

I1419-10 Gray

I1419-12 Blk

I1419-12 Gray

Order
No.

Rigid
Caster Desc.

Order
No.

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Ball

310

310

310

310

350

350

450

450

46110

46089

46085

48368

46112

46090

46114

46091

I3419-8 Blk

I3419-8 Gray

-

-

I3419-10 Blk

I3419-10Gray

I3419-12 Blk

I3419-12Gray

46111

46088

-

-

46113

46093

46115

46094

8

10

12

3

4

3

25⁄8

35⁄8
41⁄2

B

C

A

A

B



AIRLINE CONVEYOR
CASTERS

58

• Special Top Plates - For specific installation 
requirements

• Raceways - Fully sealed raceways for low 
maintenance and protection of the swivel head 
in outdoor environments

• Swivel Bearings - Precision bearing swivel
• Wheel Bearings - Needle bearings; thread  
guards standard

• Finish - Corrosion-resistant zinc dichromate
• Suggested Temperature Range -20oF — +180oF P2461-2-5/8 TG

Order #26028
(Diamond Special Top Plate)

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

Airline/Conveyor Casters
Load Capacity 375 Lbs. Each Caster

Wheel
Diameter

23⁄4

Precision, Heavy Duty
Air Cargo/Conveyor Caster

Designed for inverted applications, these
Faultless conveyor casters are designed for
easy installation and replacement in the
field.  Special dust-and-grease cap and spe-
cial all-temperature lubricant are standard,
along with precision bearing swivel and nee-
dle bearing wheels.  Corrosive-resistant zinc
dichromate finish is standard.

Tread
Width
(In.)
13⁄8

Wheel
Type

Polyflex

Wheel
Bearing
Needle

Axle
Size
(In.)
3⁄8

Load
Capacity
(Lbs.)
375

Overall
Height
(In.)
41⁄32

Swivel
Radius
(In.)
23⁄8

Mounting
Bolt Dia.
(In.)
5⁄16

Wheel
Diameter

25⁄8

Tread
Width
(In.)
13⁄8

Wheel
Type

Polyflex

Wheel
Bearing
Needle

Axle
Size
(In.)
3⁄8

Load
Capacity
(Lbs.)
375

Overall
Height
(In.)
325⁄32

Swivel
Radius
(In.)
25⁄16

Mounting
Bolt Dia.
(In.)

5⁄16 & 3⁄8

P2461-2-5/8 TG
Order #26025

(Rectangle Top Plate)      

Wheel
Diameter

25⁄8

Tread
Width
(In.)
13⁄8

Wheel
Type

Polyflex

Wheel
Bearing
Needle

Axle
Size
(In.)
3⁄8

Load
Capacity
(Lbs.)
375

Overall
Height
(In.)
325⁄32

Swivel
Radius
(In.)
25⁄16

Mounting
Bolt Dia.
(In.)

5⁄16 & 3⁄8

Order
No.

26028

Order
No.

27013

Order
No.

26025

Top
Plate
A

Top
Plate
B

Top
Plate
C

*Gray Polyflex Wheel

*Tan Polyflex Wheel

*Tan Polyflex Wheel

P2461-2-3/4 RTG
Order #27013

(Diamond Top Plate)      
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Load Capacity 270-375 Lbs. Each Caster

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

AIRLINE/CONVEYOR
CASTERS

Wheel
Diameter

Tread
Width
(In.)
11⁄8

15⁄16

Wheel
Type

Hard Rubber

Polyflex

Phenolic

Polyflex

Wheel
Bearing
Ball
Ball
Ball
Ball

Axle
Size
(In.)
5⁄16
5⁄16
5⁄16
5⁄16

Load
Capacity
(Lbs.)
270
270
300
300

Overall
Height
(In.)
325⁄32
325⁄32
41⁄32
41⁄32

Swivel
Radius
(In.)
25⁄8
25⁄8
215⁄32
215⁄32

Mounting
Bolt Dia.
(In.)
3⁄8
3⁄8
3⁄8
3⁄8

Swivel
Caster
Desc.

429-3x11⁄8TG
461-3x15⁄16TG
331-3x15⁄16TG
H461-3x15⁄16TG

Order
No.

25526
25675
25278
25696

A B C

Flanged Air Cargo/Conveyor Caster

Wheel
Diameter

23⁄4
25⁄8

Tread
Width
(In.)
13⁄8
13⁄8

Wheel
Type
Polyflex

Polyflex

Wheel
Bearing
Needle
Needle

Axle
Size
(In.)
3⁄8
3⁄8

Load
Capacity
(Lbs.)
375
375

Overall
Height
(In.)
41⁄32
325⁄32

Swivel
Radius
(In.)
213⁄16
27⁄16

Mounting
Bolt Dia.
(In.)
5⁄16

5⁄16 & 3⁄8

Order
No.

26382*
26022**

3

Swivel
Caster
Desc.

PF2461-23⁄4 RTG
PF2461-25⁄8TG

Top
Plate
A
B

Top
Plate
C
C
C
C

*1st Wheel Gray Polyflex, **2nd Wheel Tan Polyflex

This caster has all the features as the precision,
heavy duty air cargo/conveyor caster plus the
added benefit of a toe protection flange safety
feature.  

Standard Line Conveyor Casters

The standard-line conveyor casters share some of the same features as
the other two lines.  The primary difference is a double ball bearing race-
way compared to the sealed precision bearing swivel.  Wheel materials
available include: Rockite, Polyflex, and Plaskite.  Rockite is a hard rub-
ber molded composition throughout; this wheel is impervious to oils and
greases, has a high load capacity and good mobility.  Polyolefin
(Polyflex) wheel is light in weight, low in cost, and high in impact
strength.  It resists water and chemical absorption and withstands steam
cleaning.  The Plaskite wheel is a phenolic compound reinforced with
macerated fabric that results in a high-strength, high impact wheel resis-
tant to oil, gasoline, even dilute acids.

Load Capacity 270-375 Lbs. Each Caster
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LOW PROFILE MEDIUM
HEAVY DUTY CASTERS

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

Load Capacity 200-1,200 Lbs. Each Caster
Business Machine Casters

Made to support and move heavy office
equipment where overall height is a limiting
factor. Ideal for use on copiers, computers,
large printers, and other heavy diagnostic
equipment.

• High Load Rating Capacities

• Low Overall Height

• Excellent Floor and Carpet Protection
• Brakes — Optional thumb screw brake and 

side brake available on some items. Contact  
factory for availability.

• Finishes — Black oxide with corrosion-
resistant zinc top plate or all zinc finish

HA435-3x113⁄16

*Zinc finish
**Dual wheels

*** 1⁄2-13 X 11⁄2 Threaded Stem

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Axle
Size
(In.)

Load
Rating
(Lbs.)

Overall
Height
(In.)

Swivel
Radius
(In.)

Mounting
Bolt

Dia. (In.)

Bolt
Hole

Spacing (In.)

Overall
Top Plate
Size (In.)

Swivel
Caster
Desc.

Order
No.

Hard Rubber
Polypropylene
Phenolic
Hard Rubber
Polypropylene
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Polypropylene
Glass Filled Nylon
Glass Filled Nylon

2

21⁄2

13⁄16
111⁄16

11⁄8
13⁄4

113⁄163

Roller
Plain
Roller
Plain
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Plain
Roller
Roller

5⁄16
5⁄16
7⁄16
5⁄16
7⁄16
7⁄16
7⁄16
7⁄16
7⁄16
7⁄16
3⁄8
3⁄8
1⁄2
1⁄2

275
300
240
200
400
700
700
1000
700
1000
500
550
1000
1200

227⁄32
227⁄32
35⁄16
33⁄16
31⁄2
45⁄16
331⁄32
331⁄32
331⁄32
331⁄32
331⁄32
331⁄32
45⁄32
45⁄32

21⁄16
21⁄16
27⁄16
23⁄16
21⁄8
21⁄2
27⁄16
27⁄16
27⁄16
25⁄16
25⁄16
25⁄16
23⁄8
23⁄8

5⁄16
5⁄16
N/A
5⁄16
5⁄16
3⁄8
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16

13⁄4x27⁄8 to 3
13⁄4x27⁄8 to 3
1⁄2-13x11⁄2 ***
13⁄4x3
13⁄4x27⁄8 to 3
25⁄8x35⁄8 to 3x3
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x313⁄32
23⁄8x313⁄32
23⁄8x33⁄8
23⁄8x33⁄8

29⁄16x 35⁄8
29⁄16x 35⁄8

N/A
23⁄4x 37⁄16
29⁄16x 35⁄8
33⁄4x45⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
35⁄16x41⁄8
35⁄16x41⁄8

EP729-2R**BM
HXEP629R BM
G431-25⁄8*
127-21⁄2*
H461-21⁄2R BM

935-3 x 113⁄16*
335-3 x 113⁄16*
H335-3 x 113⁄16*
335-3 x 113⁄16BM
H335-3x113⁄16BM
HA435-3 x 113⁄16BM
HA360-3x113⁄16RBM
HX1435-3x113⁄16*
HX1435H-3x113⁄16BM

29945
31151
25607
25128
25673

26220
25294
25295
25283
25284
25330
25300
26341
26973

11⁄225⁄8

Wheel Options

PolypropyleneGlass Filled
Nylon

Hard Rubber

335-3x113⁄16

HXEP629R

HX1435-3x113⁄16

NOTE: Contact factory for rigid options available.
Options: Wheel Face Brake (add WFB Suffix - Ex: 335-3WFB)
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DEFLECTION (.000")

A: PRELOAD @ 350 LB. - MAX LOAD 900

B: PRELOAD @ 550 LB. - MAX LOAD 1250

C: PRELOAD @ 850 LB. - MAX LOAD 1600

C

B

A

SHX1435-3X1 13/16

LOAD VS DEFLECTION

• Shock Absorbing — Patented shock 
absorbing  system utilizing pre-torqued 
elastomers with a weight sensitive pivot
mechanism

• Low Profile — 3” diameter wheel size
• Finish — Corrosion-resistant Black oxide 
standard finish, corrosion-resistant zinc 
optional

• Wheels — Glass filled nylon with roller
bearing  standard

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

SHOCK ABSORBING
CASTERS

SHX 1400

OPTIONS: Swivel locking system, wheel brakes, variety
of load ratings.
NOTE: All SHX Product are produced to custom order.
Consult your distributor or factory for availability.

Mounting Bolt Dia. — 5⁄16”
Axle Size — 1⁄2”

Wheel
Dia.
(In.)

Tread
Width
(In.)

Overall
Height
(In.)

Offset
(In.)

Swivel
Radius
(In.) Maximum Load (Lbs.)

Swivel
Caster
Desc.

Order
No.

421⁄32
421⁄32
421⁄32

13⁄16
13⁄16
13⁄16

27⁄16
27⁄16
27⁄16

900 with .350” Total Height Deflection
1250 with .250” Total Height Deflection
1600 with .250” Total Height Deflection

350
550
850

SHX1435-3x113⁄16
SHX1435-3x113⁄16
SHX1435-3x113⁄16

26328
26329
26334

113⁄163

The SHX 1400 Series specialty cast-
ers are designed to provide added
protection when moving sensitive
payloads, such as business machines
or test equipment.

This SHX series has passed extensive
laboratory testing to simulate a wide
variety of impacts and vibrations that 
may occur during transportation.

As shocks occur or loads temporarily
exceed capacity, the shock absorbing
mechanism activates and protects
sensitive loads. This caster line is
ideal for heavy loads requiring com-
pact space allotments.

Pre-
Loaded
(Lbs.)

35⁄16
23⁄8

33⁄8
41⁄8

Load Capacity 350-1600 Lbs. Each Caster
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• Double Action Spring — Compression action 
absorbs the jolts and bumps caused by rough 
floors, thresholds, etc.

• Spring and Draw Bars — Durable, long lasting 
spring and draw bars are on center line of  
wheel to prevent offset of load

• 2-to-1 Lever Arm — Helps reduce shock and 
lengthens spring life

• Constant Contact — Wheels contact floor sur-
face at all times, eliminating bounce and keep
ing unit at a more constant level

• Thread Guards — Chrome Finish
• Finish — Black Epoxy

INDUSTRIAL SPRING
ACTION CASTERS

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

Load Capacity 900-1,200 Lbs. Each Caster
Shock Absorbing for Sensitive Loads

HS900
HS9700

C

A

B

A

C

B

Mounting Bolt Diameter — 3⁄8”

Industrial Spring Action Casters are used
for safe movement of calibrated instru-
ments, delicately adjusted assemblies, tool
boxes, and other load sensitive products.

SH1435-6TGBRK

HS900
HS9700
SH1400
SH3400

Wheel
Dia.(In.)
(A)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Overall
Height
(B) (In.)

Swivel
Radius
(C) (In.)

Swivel
Caster
Desc.

HS965W-6x2TGBrk
SH1435-6x2TGBrk
SH1441B-8x2Brk
SH1441B-8x2-1/2Brk

RT
Glass Filled Nylon

Super K
Super K

Order
No.
26059
26555
26245
26260

Rigid
Caster
Desc.

HS9765W-6x2TG
SH3435-6x2TG
SH3441B-8x2
SH3441B-8x2-1/2

Order
No.
27525
26737
27368
27369

Roller
Roller

Precision
Precision

900
1200
1500
2000

81⁄2
91⁄16
103⁄8
103⁄8

431⁄32
431⁄32
67⁄16
65⁄8

6 2

SH1400
SH3400

5
41⁄8

51⁄2
41⁄2

A

C

B

A

C

B

8
21⁄2
2



I. Please describe your application or problem:
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________

II. Floor Surface or Conditions
A. Floor Surface:

Asphalt Brick Concrete       Steel       Hardwood       Carpet       Gravel
Other (Describe): ___________________________________________________

B. Floor Surface Irregularities:
Metal Scraps Water Threads Fiberglass         Oil

C. Adverse Conditions:
Excessive heat ________ How long? ________ minutes
Excessive cold ________ How long? ________ minutes

III. Load Capacity and Equipment Evaluation
A. Maximum load on unit: ________ (lbs.)     Number of casters per unit: ________
B. Total Weight of unit: ________ (lbs.)     Number of units: ________
C. Total Load Capacity: ________ (Sum of A (lbs.) + B (lbs.)
D. Overall Size of unit: ________ (length) x ________ (width) x ________ (height)
E. Will unit transport or carry people?________ (y/n)    
F. Will unit be subject to shock loading?________ (y/n)   
G. Will unit be power towed?________ (y/n)  If so, what speed? ________  MPH

IV. Special Requirements
A. Caster height limitations: _______ (inches) 
B. Top plate size: ______ (length) x ______ (width) Mounting hole spacing ____ x ____
C. Wheel brake required? ________ (y/n) Swivel lock? ________ (y/n) 
D. Sanitary (NSF) application? ________ (y/n)
E. Stem mounting required? ________ (y/n)

If so, please specify:
Threaded Stem: Size ________ (threads per inch) ________ (length)
Tubular Mount: Gauge of tubing _______ (ga.) _______ (inside diameter)

REQUIRED INFORMATION BELOW:
Fax Reply To:______________________________ Title: ________________________ Date: _______________
Company:_________________________________ Fax: _____________________________________________
Address:__________________________________ Phone: ___________________________________________
City:______________________________________ State:_________________________ Zip: _______________

Have Salesperson call

CASTER
WORKSHEET



FaultlessCasters.com


